
WALL ART PRINTS ImageTex Fabric Textile
Self-Adhesive Wallpaper

Removable  Blockout  Fire Rated

Compatible with Aqueous, Solvent, UV & Latex Inks



1300 768 015  /  info@totalimagesupplies.com.au
164 Christmas Street, Fairfield VIC 3078
www.totalimagesupplies.com.au

WE OWN  
        THE WALLS

PhotoTex is peel and stick made of 100% polyester fabric. 
Can be removed and reused without damaging walls or  
surfaces. Install for a day or a decade.

• Fabric material is Class A or 1 fire rated, non-toxic, green, and phthalates free.

• Make custom cut-outs by contour/kiss-cutting with no problems.

•  Used in – airports, shopping centres, offices, exhibitions, photography, school & 

universities, reproduce artwork, wall murals, wallpaper, corporate advertising,  

museums, political campaigns, posters, ads, elevator doors, window signs and vehicles.

#1 selling 
removable 
self-adhesive 
sign and  
wallpaper  
fabric.

WE OWN  
        THE WALLS
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APPLICATIONProduct Data Sheet Oct-2021

3C-SRA/G FR Solvent based & Latex

Application
■ Outdoor/Indoor signs   ■ Wall Art and Murals ■Wall Advertising

■Wallpaper ■ Fine Art

■ Booth Display

■ Available any kinds of display anywhere

Recommended Printers
Epson Mimaki Roland HP Latex

★★★★★ ★★★★★ ★★★★★ ★★★★★

Technical data
Base material 100% Polyester Woven Fabric Compatible Ink Aqueous, Solvent, UV, Latex
Denier 150150 Ink limit 250%
Total weight(g/㎡㎡) 345 (back liner paper 100gsm) Surface finish Matt
Tolerance ±5% Optimum printer temp. 70°F (21 °C)
Thickness(㎛㎛) 332 (back liner paper 138㎛) Relative humidity (RH) 20~60%
Tolerance ±5% Protected: Minimum 6 months

Threads per Inch 62 T Unprotected: Minimum 3 months

Color(CIE Measurement) Water Proof  Yes
Tensile strength (Kg/㎟㎟) Fire Retardant AS/NZS 3837-1998

Roll Specification
Width Gross Weight / roll (Kg/roll) Roll length 30 m

36" (914mm) 11.12 Diameter of Core 3 inch
42" (1067mm) 12.86 Thickness of Core 4 mm
50" (1270mm) 15.2
54" (1370mm) 16.44
60" (1520mm) 18.11

Remark
1) MOQ (Minimum Order Quantity): 72 rolls / 2 pallets
2) 1 pallets = 6 rolls X 6 rolls (36 rolls)
3) Offer: FOB Pusan, South Korea
4) Estimated Delivery time: 7 days by Air

 5~6 weeks by ship
5) When the defect on quality come up, we will replace that material by the new roll.

T&G Self-adhesive Fabric (Opacity FR)

100% polyester woven fabric for solvent based ink, UV ink and HP latex ink.
Removable self adhesive fabric, no residue on the surface when it is removed.
Gray back - opaque type.
Fire retardant product.

Indoor life expectancy

If you have question or need assistance, feel free to contact us anytime via contact point below. 
 Tel) +82 (0)53 616 8411, Fax) +82 (0)53 616 1127

www.tng-korea.com,  Email: sales.tngkorea@gmail.com
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ROLL SPECIFICATION

RECOMMENDED PRINTERS

100% Polyester Woven Fabric for Aqueous, Solvent, UV and Latex inks.
Removable self-adhesive fabric, no residue on the surface when it is removed.

Greyback opaque/blockout. Fire retardant product.

Canon Epson Mutoh Roland Mimaki HP Latex

     

 Wall Signage  Wallpaper  Fine Art

 Wall Advertising  Wall Art and Murals  Decals and Stickers

ImageTex Fabric Textile
Self-Adhesive Wallpaper

Removable  Blockout  Fire Rated


